
 

 

Clear Spring  

Blue P&O Suction  

Product 

Code 

I.D. 
mm 

O.D. 
mm 

W.P 

PSI 

Kg/
MT 

Coil/
MT 

B22-006 06 12 100 0.10 60 

B22-010 10 16 100 0.16 60 

B22-012 12 18 79 0.18 60 

B22-016 16 24 79 0.24 60 

B22-020 19 26 70 0.35 60 

B22-025 25 33 70 0.51 60 

B22-032 32 41 58 0.73 60 

B22-040 38 47 58 1.30 30 

B22-045 45 55 58 1.45 30 

B22-050 50 60.8 58 1.70 30 

B22-065 63 71 50 2.20 30 

B22-075 76 83.2 50 2.70 30 

B22-100 102 110 35 4.10 20 
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Recommended Usages: 
Suction and Delivery of food-
stuffs, drinking water, alcohol 
to 28%. 
 
Hose Body: 
Translucent food grade PVC 
 
Reinforcement: 
Steel wire helix 
 
Temperature Range: 
-5° to 65º C 

 
Recommended Usages: 
Suction and Delivery of  
Petroleum based products  
 
Hose Body: 
Blue PVC 
 
Reinforcement: 
White Rigid PVC helix 
 
Temperature Range: 
-5° to 60º C 

Product 

Code 

I.D. 
mm 

O.D. 
mm 

W.P 

PSI 

Kg/
MT 

Coil/
MT 

B03-020 19 26 145 0.35 20 

B03-025 25 32 145 0.40 20 

B03-032 32 39 130 0.55 20 

B03-038 38 45 116 0.75 20 

B03-050 50 59 100 1.20 50 

B03-065 64 73 87 1.75 30 

B03-080 76 87 87 1.95 30 

B03-100 100 116 72 3.40 20 
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Grey Suction  

 
Recommended Usages: 
Suction of liquid, powder & 
granular materials  
 
Hose Body: 
UV stabilized flexible PVC 
 
Reinforcement: 
High impact PVC helix 
 
Temperature Range: 
-5° to 60º C 

Product 

Code 

I.D. 
mm 

O.D. 
mm 

W.P 

PSI 

Kg/
MT 

Coil/
MT 

B25-025 25 32 90 0.40 20 

B25-032 32 39 90 0.60 20 

B25-038 38 45 70 0.68 20 

B25-050 51 59 70 0.98 20 

B25-065 63 73 70 1.40 20 

B25-075 76 87 70 1.65 20 

B25-100 102 116 60 2.60 20 

B25-125 127 142 60 3.65 20 

B25-150 152 170 60 5.10 20 

Static Dissipating Suction 

 
Recommended Usages: 
Suction of liquids, dry cement 
& wet slurry  
 
Hose Body: 
Black Abrasive resistant  
static dissipating rubber  
 
Reinforcement: 
High impact PVC helix 
 
Temperature Range: 
-5° to 60º C 

Product 

Code 

I.D. 
mm 

O.D. 
mm 

W.P 

PSI 

Kg/
MT 

Coil/
MT 

B65-050 51 61 40 0.87 30 

B65-065 63 76 30 1.14 30 

B65-075 76 90 30 1.56 30 

B65-100 102 118 30 2.50 30 

B65-125 127 146 30 3.57 30 

B65-150 152 174 25 4.73 30 

B65-200 204 231 25 8.52 15 


