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TYPE AA ALUMINIUM 
MALE CAMLOCK x MALE CAMLOCK

TYPE AA ALUMINIUM 
REDUCING FEMALE CAMLOCK X MALE CAMLOCK

TYPE AA ALUMINIUM
REDUCING MALE CAMLOCK x MALE CAMLOCK

TYPE AA STAINLESS STEEL
MALE CAMLOCK x MALE CAMLOCK

TYPE FM STAINLESS STEEL 
REDUCING FEMALE CAMLOCK x MALE CAMLOCK

Part	 Product
Number	 Size
650-AA025	 1"
650-AA032	 1¼"
650-AA038	 1½"
650-AA050	 2"
650-AA065	 2½"
650-AA075	 3"
650-AA150	 4"

Part	 Product
Number	 Size
650-FM10050	 4" x 2"
650-FM10075	 4" x 3" 
650-FM150100	 6" x 4"
650-FM6575	 2½" x 3"
650-FM75100	 3" x 4" 
650-FM7550	 3" x 2"

Part	 Product
Number	 Size
650-AA7550	 3" x 2"
650-AA10075	 4" x 3" 

Part	 Product
Number	 Size
653-AA025	 1"
653-AA038	 1½"
653-AA050	 2"
653-AA075	 3"

Part	 Product
Number	 Size
653-FM10050	 4" x 2"
653-FM10075	 4" x 3" 
650-FM150100	 6" x 4"
650-FM7550	 3" x 2"
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BC

DL

EC

DL

Part Product
Number Size
650-BC050	 2"
650-BC065	 2½"
650-BC075 3"
650-BC100	 4"

Part Product
Number Size
650-DL025	 1"
650-DL32 1¼"
650-DL038	 1½"
650-DL050	 2"

Part Product
Number Size
650-EC050	 2"
650-EC065	 2½"
650-EC075 3"
650-EC100	 4"

Part Product
Number Size
653-DCL025	 1"
653-DCL038	 1½"
653-DCL050	 2"
653-DCL075 3"
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Material Selection Guide:
Selecting the correct seal material is essential for 
achieving reliable sealing performance, chemical 
compatibility and long service life.
Henderson Hose camlock seals are available in a range 
of elastomers designed for water, petroleum products, 
chemicals, food processing and high temperature 
applications.

Features:
•	 Available for all standard camlock coupling sizes
•	 Excellent sealing performance
•	 Simple replacement
•	 Resistant to wear and compression
•	 Wide chemical compatibility options
•	 Suitable for industrial, mining, agriculture and food 

applications

Material Colour 
Options Temperature Best Suited

For Avoid Part  
Number

Buna-N (NBR) Black, Brown -40°C to +100°C

Water, 
petroleum 
products, 
diesel, oils

"Hot water 
Steam 

Some amines"
650-WB

FKM (Viton®) Green, Brown -20°C to +200°C
Chemicals, 

fuels, solvents, 
hydrocarbons

"Hot water 
Steam 

Some amines"

650-WV,  
650-WVG

EPDM Black, White -50°C to +150°C

Hot water, 
steam, dilute 

acids, weather 
resistance

"Petroleum  
products 

Oils 
Fuels"

650-WE

Silicone Orange, Clear -60°C to +200°C

Food 
processing, 

brewing, 
pharmaceutical 

applications

"Concentrated 
acids 

Petroleum oils 
(long term)"

Rubber  
Encapsulated 

FEP/PFA
White/Brown -20°C to +200°C

Highly 
aggressive 
chemicals 

and universal 
chemical 
resistance

"Chemical plants 
Pharmaceutical 
manufacturing 
Solvent transfer 

Corrosive 
chemicals"


